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|
C2 REVISED PER ECO—13—019330 25FEB2014 NK MB |
|
D
|
|
1 ENVIRONMENTAL SPECIFICATIONS: |
OPERATING TEMPERATURE: —20°c TO 80°c |
IEC IP67 COMPLIANT |
— 195 2 ELECTRICAL SPECIFICATIONS: - :

_ TIA/EIA RATING: CAT 5E
o CURRENT RATING: 1.5A |
i VOLTAGE RATING: 125 V DC |
- RETURN LOSS: 5 dB AT 100 MHz |
|
-+ 1.050 3 PHYSICAL SPECIFICATIONS: ‘

O—RING MATERIAL: VITON
$1.004 ai INSERT MATERIAL: ABS |
OVERMOLD MATERIAL: POLYURETHANE |
| COUPLING NUT MATERIAL: ABS |
BACKEND DIMS. SHELL MATERIAL: ABS |
OF RECEPTACLE PANEL THICKNESS: .125” MAX WITH GASKET o
187" MAX WITHOUT GASKET ‘
062" MIN
CROUND STRAP W/ CONTACT FINISH: 50um OF GOLD OVER 100um |
9 o 3.5mm RING TERMINAL OF NIGKEL |
' ' RJ45 CONNECTOR |
. NITRILE —| fHEX NUT 4 SIZE OF SOLDER FILLET L
O—RING FROM THE SHIELD GROUND MAY VARY. |
-~ .83 —=] N ~
_ L/ |
|
‘ |
1.29 ] .54 , |
/// ‘
;”jl_j::: e |
| |
B
1—14UNC THREAD ‘
! 1700mm STRAP LENGTH |
.062” THICK OBSOLETE YES 1546413—4 |
NITRILE GASKET 90 TEApA13_3 ‘
SUPERSEDED YES 1546413—2 |
— SUPERSEDED NO 1546413—1 |— :
GROUND STRAP PART NO. |
THIS DRAWING IS A CONTROLLED DOCUMENT. |P™ 090CT2002 |
S SCHLEGEL &= o
STANDARD RJ45 PIN LAYOUT oK 7079702 y— N TE TE Connectivity |
'| TO 1 DIMENSIONS: TOLERANCES UNLESS H WAKEEM ‘
OTHERWISE SPECIFIED: | APVD 10/9/02 | NAME
2 10 2 INCHES H WAKEEM RJ—45 BULKHEAD PASS THROUGH |
3 70 3 0 PLC 5 PRODUCT SPEC

4 TO 4 1 PLC £ - - WITH BACKSIDE JACK A |
5 TO 5 g% E % Etg igéf) APPLICATION SPEC — \
6 TO 6 iNg\[ECS + — Lo . SIZE CAGE CODE | DRAWING NO RESTRICTED TO \
; $8 ; MATERIAL FINISH - WEIGHT B AB 00779 @':'W 546473 L :
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|



