DMC-30 Series Panel Meters

Marine — Ideal for ship to shore panels
Generators — Ideal for generator panels

0-99.9 AC Ammeters; 0-199 DC Amperes;
0-199 DC Voltmeters; 0-285 AC Voltmeter

Frequency, 50 or 60 Hertz

DC Volt 12-24 Battery Operated
8-40 Volts DC Auxiliary Power
Completely Isolated

Terminal Block Connections
Field Adjustable

.56” Red High Intensity LEDs

Actual Size

<«—2.10" —>

Cutout Dimensions .850”

AC/DC Digital Meters

Hoyt DLA-30 Digital

DC Volts AC Voits

DC Amperes

AC Amperes

1

DC Volts AC Volts
DMC-30-DCV-200 DMC-30-ACV-300
DC Voltmeter BC Inpu+t 1a/DC P-\,/_vr AC Voltmeter NAC INN 1a/DC P_'Vilr
{403 9] 2|[2] 9] {’l"g 2[2]|0] 2]
Range: 0 - 99.9VDC or 0 - 199VDC Range: 0 - 285VAC

(Specify)

AC Amps DC Amps Hertz
-30- - - DMC-30-DCA-200-100 DMC-30-ACF-60
DMC SOAé%ﬁmltOe(r) K 12VDC Pwr DC Ammeter Shunt Input ~ 12VDC Pwr AC Frequency Meter AC IN 12VDC Pwr
:CT I l '¢ - + Ill '; -+ -+ H 1 ~  ~ -+
Range: 0 - 99.9AAC Range: 0 - 199.9ADC Input: 40 - 90 Hz
(1000/1 CT Rated) Input: 0 - 100MVDC 120/240VAC
(Shunt Rated)
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