Industrial Spec Grade Turnlok® Locking Devices

Non-NEMA
3 Wire Grounding & Non-Grounding
10 & 15A, 125 & 250V; 20 & 30A, 125/250 & 250V
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Catalog Rating Cord ® ru @ 4.081"
Number A. V. Description/Color Diameter UL498 WC596 CSA
Receptacles
7582* 15 125 Single Receptacle
10 250
7580 15 125 Duplex Receptacle
10250 ) #6-32 TAP ()
7580G 15 125 Duplex Receptacle, Grounding (2 HOLES) <
10 250 1437" G
7310* 20 125/250 | Single Receptacle 7582 8
3330 30 125/250 | Single Receptacle i
3330G 30 125/250 | Single Receptacle, Grounding
Connectors IP20 Suitability
7555SS* 15 125 Yellow .296"-.625"
10 250
7555G 15 125 Yellow .280"-.710"
7313SS 20 125/250 | Black Back, White Front Body .225"-.750" . . .
7313SSBK 20 125/250 | Black Back, Black Front Body .225"-.750" * * *
3333SS 30 125/250 | Black Back, White Front Body .225"-750" . .
Plugs IP20 Suitability
S2348DF 14  125-480 | Black Back, White Front Body
7554SS* 15 125 Yellow .296"-.625"
10 250
7572G 15 125 Yellow, Grounding .280"-.710"
7311SS 20 125/250 | Black Back, White Front Body .225"-.750" . . .
7311SSBK 20 125/250 | Black Back, Black Front Body .225"-.750" * * *
7311G 20 250 Yellow, Grounding .410"-1.060"
3331SS 30 125/250 | Black Back, White Front Body .225"-750" . . .
3331G 30 250 Yellow, Grounding .410"-1.060"
Flanged Inlets & Outlets
S$2347 14  125-480 | Outlet
7556SS* 15 125 Gray Inlet
10 250
7557SS* 15 125 Gray Outlet
10 250
3334Ss 30 125/250 | Gray Inlet .
3335SS 30 125/250 | Gray Outlet .

*For replacement use only.
Reference Pages H-35 and H-36 for Accessories.

Non-NEMA Non-NEMA Non-NEMA Non-NEMA _
7580, 7580G 7554SS 7310 7311SS - o5
7582, 7555SS 7556SS 7313SS 7311G !
7557SS 7572G
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25x 15
Non-NEMA  Non-NEMA  Non-NEMA Non-NEMA (2 holes)
S2348DF $2347 3331SS 3330, 3330G 210"
3334SS 3333SS .
331G 333588 7556SS 7557SS

All devices listed on this page conform to NEMA WD-1 and WD-6.




