22.5 mm Modular Pushbuttons—M22

Potentiometers Acoustic Devices
Product Description Product Description
Eaton’s M22 potentiometers allow for a ready to use operator in Eaton’s M22 acoustic devices are a simple and aesthetic way to
a conveniently sized package. M22 potentiometers include the add a buzzer or indicator to any application. Fitting in the same
resistive element, instead of just a knob, and a built in legend 22 mm hole, these devices can be ordered in continuous or
surrounding the knob. The slim design, with integrated contacts pulsed tone and with or without the IP40 enclosure.
and the range of resistances available, allows for a quick install.
Features Features
e Scale markings on the knob allows the operator to be used * Continuous or pulsed tone available
WI'[hOL.Jt an add|t|on§| Iegerjd plate * 83dB/10 cm decibel rating
* Oversized knob option available ¢ Slim design allows for space saving and simple wiring and
* Slim design allows for space saving and simple wiring and installation
installation
Protection Type Protection Type
* |P66 * |P40
* NEMA 4X, 13 * NEMA 12
Product Selection Product Selection
Potentiometers Acoustic Devices
mzzriok____ Complete Devices MzzAmcxam __ Complete Devices
Resistance Decibel
Bezel Rk Catalog Number - Description Rating Catalog Number
Silver 1 M22-R1K Indicator with buzzer, 83 dB/ M22-AMC-XAM
47 M22-RaK7 black continuous tone, 10cm
10 M22-R10K |1 st;gotva[;/'\i: Cb 83dB/ M22-AMC-XAMP
nadicator wi uzzer, - -
4 M22-R47K black pulsed tone, 10cm
100 M22-R100K 18-30 Vac/Vdc
470 M22-R470K
Black 1 M22S-R1K
4.7 M22S-R4K7 Mzxam _____ Buzzers
10 M22S-R10K Decibel
47 M22S-R47K Description Rating Catalog Number
100 M225-R100K Indicator without 83dB/ M22-AMC
470 M22S-R470K buzzer, black 10cm
Oversized Knob Buzzer only, 83 dB/ M22-XAM
Silver 1 M22-R1K-RH continuous tone, 10cm
41 M22-RAKT-RH 158730 Va?/vdi d 83 dB/ M22-XAMP
uzzer only, pulse! -
10 M22-R10K-RH tone, 18-30 Vac/Vdc 10cm
47 M22-R47K-RH
100 M22-R100K-RH
470 M22-R470K-RH
Black 1 M22S-R1K-RH
47 M22S-R4K7-RH
10 M22S-R10K-RH
47 M22S-R47K-RH
100 M22S-R100K-RH
470 M22S-R470K-RH
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1 5 Pushbuttons and Indicating Lights

22.5 mm Modular Pushbuttons—M22

Approximate Dimensions in Inches (mm)

llluminated Pushbuttons

M22...-DL-_ M22...-DLH_

NN

NN [}

0.39 (10) 0.65 (16.4)

Mushroom Head Pushbutton

0.93 (23.6)

Emergency-Stop Operators

M22-PV_

M22S-PV_
M22-PVL_
M22-PVS_

1.89 (47.9)
2.96 (75.1)

Potentiometer
M22(S)-R_
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115 (29.2) 413 (32.9)

Contact Block Mounting Adapter

M22-A_ M22S-A
) 0.85
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T e 0.76
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1.73 (44) -
1.18 (30)
Front Mounted Centering Adapter
M22-ZA
—3<
S
3
12
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1.18 (30) 0.7 (17.8)
Front Mounted Indicating Light
Y
(9} 5
o
| 3
] —] -
118 (30) 177 @5)
Pushbutton, Complete Devices
<
A
1.77 (45)
2.8 (71)
1x M22-K_ 2x M22-K_ 1xM22-CK_  2xM22-CK_
A 146(37.2) 1.46(37.2) 1.54(39.0) 1.54(39.0)
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