
P
h
o
to

e
le

c
tr

ic
  

Fi
b

er
 O

p
ti

c 
C

ab
le

s
Fiber Optic Cables

Pepperl+Fuchs  Inc. • 1600 Enterprise Parkway • Twinsburg, Ohio 44087-2245 • www.am.pepperl-fuchs.com
Telephone (330) 486-0001 • FAX (330) 405-4710 • E-Mail: sales@us.pepperl-fuchs.com

®PEPPERL+FUCHS 732

Plastic Fiber Optic Cables

Model Number

HPF-D001-H

HPF-D002-H

HPF-D002-HL5 

HPF-D003

HPF-D004-H

HPF-D005-H

HPF-D006

Fiber
Diameter

2.2mm

2.2mm 

2.2mm

1.0mm 

1.0mm 

1.0mm 

Sheathing
Material

Black 
polyethylene

Black 
polyethylene

Black
polyethylene

Black 
polyethylene

Black 
polyethylene

Black
polyethylene

Dimensions (mm)
Cable
Length

2m

2m

5m

2m

2m

2m

2m

Compatible
Amplifiers

SU15

SU16 High Power

SU16 High Speed

SU16 Analog

SU17

MHP-FR*

MPF2HD†

SU15

SU16 High Power

SU16 High Speed

SU16 Analog

SU17

MHP-FR*

MPF2HD†

SU15

SU16 High Power

SU16 High Speed

SU16 Analog

SU17

MHP-FR*

MPF2HD†

SU15

SU16 High Power

SU16 High Speed

SU16 Analog

SU17

MHP-FR*

MPF2HD†

SU15

SU16 High Power

SU16 High Speed

SU16 Analog

SU17

MHP-FR*

MPF2HD†

SU15

SU16 High Power

SU16 High Speed

SU16 Analog

SU17

MHP-FR*

MPF2HD†

Sensing
Range

variable

230mm

45mm

24mm

150mm

variable

variable

variable

150mm

30mm

16mm

110mm

10mm

variable

variable

150mm

30mm

16mm

110mm

10mm

variable

variable

40mm

8mm

4mm

30mm

n/a

n/a

variable

40mm

8mm

4mm

30mm

n/a

n/a

variable

40mm

8mm

4mm

30mm

n/a

n/a

Diffused Mode Plastic Fiber Optic Cables
for SU15, SU16, SU17, MHP-FR, and MPF2HD Amplifiers

Bendable probe: Bend
only in middle of probe.

Bendable probe: Bend
only in middle of probe.

Adapter included

Adapter included

Adapter included

*Requires MHPFOA adapter (sold separately)
† Requires MPZFOADPT adapter (sold separately)
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Plastic Fiber Optic Cables

Diffused Mode Plastic Fiber Optic Cables
for SU15, SU16, SU17, MHP-FR, and MPF2HD Amplifiers

Model Number

HPF-D009

HPF-D010

HPF-D011

HPF-D012

HPF-D025

HPF-D030

Fiber
Diameter

2.2mm

1.0mm

1.0mm

2.2mm

1.0mm

2.2mm

Sheathing
Material

Black
polyethylene

Black
polyethylene

Black 
polyethylene

Black 
polyethylene

Black
polyethylene

Black
polyethylene

Dimensions (mm)
Cable
Length

2m

2m

2m

2m

2m

2m

Compatible
Amplifiers

SU15

SU16 High Power

SU16 High Speed

SU16 Analog

SU17

MHP-FR*

MPF2HD†

SU15

SU16 High Power

SU16 High Speed

SU16 Analog

SU17

MHP-FR*

MPF2HD†

SU15

SU16 High Power

SU16 High Speed

SU16 Analog

SU17

MHP-FR*

MPF2HD†

SU15

SU16 High Power

SU16 High Speed

SU16 Analog

SU17

MHP-FR*

MPF2HD†

SU15

SU16 High Power

SU16 High Speed

SU16 Analog

SU17

MHP-FR*

MPF2HD†

SU15

SU16 High Power

SU16 High Speed

SU16 Analog

SU17

MHP-FR*

MPF2HD†

Sensing
Range

variable

150mm

30mm

16mm

110mm

10mm

variable

variable

40mm

8mm

4mm

25mm

n/a

n/a

variable

15mm

3mm

n/a

12mm

n/a

n/a

variable

100mm

20mm

n/a

70mm

variable

variable

variable

20mm

12mm

n/a

20mm

n/a

n/a

variable

80mm

15mm

8mm

60mm

variable

variable

Side view sleeve

Very elastic: Bend radius = 4mm

Very elastic: Bend radius = 2mm

Narrow beam: Max. 4mm light spot diameter

*Requires MHPFOA adapter (sold separately)
† Requires MPZFOADPT adapter (sold separately)

Adapter included

Coaxial fiber

Coaxial fiber

Periscope style

Adapter included

Adapter included
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Plastic Fiber Optic Cables

Diffused Mode Plastic Fiber Optic Cables
for SU15, SU16, SU17, MHP-FR, and MPF2HD Amplifiers

Model Number

KLR 00-1.0-2.0-K58

KLR 00-1.0-2.0-K61

KLR 00-2.2-2.0-G6

KLRF 00-2.2-2.0-G6 

KLR 00-2.2-2.0-GB6

KLRF 00-2.2-2.0-GB6

KLR 00-2.2-2.0-K40

Fiber
Diameter

1mm 

1mm 

2.2mm 

2.2mm 

2.2mm 

Sheathing
Material

PVC

PVC

PVC

PVC

PVC

Dimensions (mm)
Cable
Length

2m

2m

2m

2m

2m

Compatible
Amplifiers

SU15

SU16 High Power

SU16 High Speed

SU16 Analog

SU17

MHP-FR*

MPF2HD†

SU15

SU16 High Power

SU16 High Speed

SU16 Analog

SU17

MHP-FR*

MPF2HD†

SU15

SU16 High Power

SU16 High Speed

SU16 Analog

SU17

MHP-FR*

MPF2HD†

SU15

SU16 High Power

SU16 High Speed

SU16 Analog

SU17

MHP-FR*

MPF2HD†

SU15 (diffused)

SU15 (retro)

SU15 (thru-beam)

SU16

SU17

MHP-FR*

MPF2HD†

Sensing
Range

25mm

variable

variable

variable

variable

n/a

n/a

20mm

variable

variable

variable

variable

n/a

n/a

variable

variable

70mm

700mm

250mm

variable

variable

variable

variable
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Adapter included

Adapter included

*Requires MHPFOA adapter (sold separately)
† Requires MPZFOADPT adapter (sold separately)
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Plastic Fiber Optic Cables
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Model Number

KLR 00-2.2-2.0-K57

KLR 00-2.2-2.0-K59

KLR 00-2.2-2.0-K60

KLR 00-2.2-5.0-G6

Fiber
Diameter

2.2mm 

2.2mm 

2.2mm 

2.2mm 

Sheathing
Material

PVC

PVC

PVC

PVC

Dimensions (mm)
Cable
Length

2m

2m

2m

5m

Compatible
Amplifiers

SU15

SU16 High Power

SU16 High Speed

SU16 Analog

SU17

MHP-FR*

MPF2HD†

SU15

SU16 High Power

SU16 High Speed

SU16 Analog

SU17

MHP-FR*

MPF2HD†

SU15

SU16 High Power

SU16 High Speed

SU16 Analog

SU17

MHP-FR*

MPF2HD†

SU15

SU16 High Power

SU16 High Speed

SU16 Analog

SU17

MHP-FR*

MPF2HD†

Sensing
Range

60mm

variable

variable

variable

variable

variable

variable

70mm

variable

variable

variable

variable

variable

variable

60mm

variable

variable

variable

variable

variable

variable

variable

Thru-Beam Mode Plastic Fiber Optic Cables
for SU15, SU16, SU17, MHP-FR, and MPF2HD Amplifiers

Diffused Mode Plastic Fiber Optic Cables
for SU15, SU16, SU17, MHP-FR, and MPF2HD Amplifiers
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Model Number

FEF-PLT1

FEF-PLT1-L2 

FEF-PLT1-L5

FEF-PLT1-L10

HPF-T001

Fiber
Diameter

2.2mm 

2.2mm 

Sheathing
Material

Black 
polyethylene

Black 
polyethylene

Dimensions (mm)
Cable
Length

1m

2m

4m

10m

2m

Compatible
Amplifiers

SU15

SU16 High Power

SU16 High Speed

SU16 Analog

SU17

MHP-FR*

MPF2HD†

SU15

SU16 High Power

SU16 High Speed

SU16 Analog

SU17

MHP-FR*

MPF2HD†

Sensing
Range

variable

6300mm

1300mm

variable

5200mm

1000mm

variable

variable

800mm

160mm

160mm

540mm

variable

variable

25.4

17.5

M8 x P1ø 6.35

ø 2.2

*Requires MHPFOA adapter (sold separately)
† Requires MPZFOADPT adapter (sold separately)

All thru-beam mode plastic fiber
optic cables are sold in pairs.
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Plastic Fiber Optic Cables

Model Number

HPF-T002

HPF-T003-H

HPF-T004-H

HPF-T007

HPF-T008

HPF-T009

Fiber
Diameter

2.2mm 

2.2mm 

2.2mm 

1.0mm 

1.0mm 

1.0mm 

Sheathing
Material

Black 
polyethylene

Black 
polyethylene

Black 
polyethylene

Black 
polyethylene

Black 
polyethylene

Black 
polyethylene

Dimensions (mm)
Cable
Length

2m

2m

2m

2m

2m

2m

Compatible
Amplifiers

SU15

SU16 High Power

SU16 High Speed

SU16 Analog

SU17

MHP-FR*

MPF2HD†

SU15

SU16 High Power

SU16 High Speed

SU16 Analog

SU17

MHP-FR*

MPF2HD†

SU15

SU16 High Power

SU16 High Speed

SU16 Analog

SU17

MHP-FR*

MPF2HD†

SU15

SU16 High Power

SU16 High Speed

SU16 Analog

SU17

MHP-FR*

MPF2HD†

SU15

SU16 High Power

SU16 High Speed

SU16 Analog

SU17

MHP-FR*

MPF2HD†

SU15

SU16 High Power

SU16 High Speed

SU16 Analog

SU17

MHP-FR*

MPF2HD†

Sensing
Range

variable

800mm

160mm

160mm

540mm

variable

variable

variable

400mm

80mm

80mm

290mm

85mm

variable

variable

400mm

80mm

80mm

290mm

85mm

variable

variable

60mm

12mm

12mm

40mm

n/a

n/a

variable

100mm

20mm

20mm

45mm

n/a

n/a

variable

100mm

20mm

20mm

45mm

n/a

n/a

Thru-Beam Mode Plastic Fiber Optic Cables
for SU15, SU16, SU17, MHP-FR, and MPF2HD Amplifiers

Side view sleeve

Adapter included

Adapter included

Adapter included

*Requires MHPFOA adapter (sold separately)
† Requires MPZFOADPT adapter (sold separately)

All thru-beam mode plastic fiber
optic cables are sold in pairs.


