
  F115-0100 Harness assembly for HSI systems
   with 36E gas valves; connects the
   767A ignitor with the 50E47 or the
   50F47 ignition module.

 Item Model 
 Number Number Description

  F92-0656	 L.P.	to	natural	gas	conversion	kit
   for 36C, 36D, 36E, 36F and 36G 
   gas valves with regulation range of 
   2.5 to 5” W.C.

  F92-0659 Natural to regulated L.P. gas
	 	 	 conversion	kit	for	36C,	36D,	36E,
   36F and 36G gas valves with regula-
   tion range of 7.5 to 12.0” W.C.

  F92-0737 Natural to unregulated L.P. gas
	 	 	 conversion	kit	for	36C	gas	valves.

  F92-1008 NEW-natural to regulated L.P. gas      
	 	 	 conversion	kit	for	use	on	two	stage						
   36G, H, J valves. Regulation range      
	 	 	 4.0”	to	10.0”	W.C.	low	fi	re,	6.0”	to						
	 	 	 12.0”	W.C.	high	fire.

  F115-0064 36” replacement harness assembly
   for connection of 5059-23 to
   36C84-426 in the 21D18-3 Cycle-
   Pilot®	retrofit	kit.

  F92-1011 NEW-regulated L.P. to natural gas      
	 	 	 conversion	kit	for	use	on	two	stage						
   36G, H, J valves. Regulation range      
	 	 	 1.0”	to	4.0”	W.C.	low	fire,	2.0”	to						
	 	 	 5.0”	W.C.	high	fire.	

  F115-0087 36” replacement harness assembly
   for connection of 5059-23 to
   36E86-302 in the 21D18-14 Cycle-
   Pilot®	retrofit	kit.

COMBINATION GAS MANIFOLD VALVES – 3600 SERIES

PARTS AND
ACCESSORIES

 Item Model 
 Number Number Description

  F6-1794	 Bracket	for	Bryant	pilots	when
	 	 	 retrofitting	with	Cycle-Pilot®.

  F69-0727 1/4”	brass	compression	fitting	for
   pilot line connections.

OIL CONTROLS, 764 KNOB & RELAYS 600–700–800 SERIES

FAN OR LIMITS — 300 SERIES
 Item Model 
 Number Number Description

  F6-1798 Mounting adapter for 3F01 / 3L01 / 
   3L02 / 3F02 / 3L03 / 3F05 / 3L05  
   series controls.

 Item Model 
 Number Number Description

  F42-0895 Replacement Knob for 764 series
   valve.

  F145-0163 Heat transfer compound.

  F145-0650 Well adaptor and heat transfer
   compound.

  F63-0485	 Cad	cell	for	old	style	flame	detector.

  F92-1003	 Adapter	kit	for	the	36G	/	36J	gas	
   valves. Kit includes: connector (5/16”  

   to 1/4” hose barb), tube (5/16” O.D.)  
   and hex wrench (3/32”).

Figure 2. Contents of kit

5/16" Hose

3/32" Hex Wrench

Connector

Indicates Canadian Model Number: call 1-800-305-6953 to order
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