AC centrifugal fans
backward curved, @ 220

— Material: Impeller: PA plastic 6.6, fibreglass-reinforced
Rotor: Coated in black
— Number of blades: 11
— Direction of rotation: Clockwise, seen on rotor
- Type of protection: IP 44
- Insulation class: "B"
— Mounting position: Shaft horizontal or rotor on bottom; rotor on top on request
- Condensate discharges: Rotor-side
— Mode of operation: Continuous operation (S1)
— Bearings: Maintenance-free ball bearings
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Type Motor VAC Hz mh rpm w A pF/VDB  dB(A) °C p. 596 f.
1~230 50 860 2600 85 038 3.0/400 73 -25t0 +40
R2E 220 M2EOBS-BF = ® 4 935 g0 900 2700 90 040 20/400 74 -25t0 +40 AT)
1~ 230 50 885 2700 85 038 25/400 72 -25t0+55
R2E 220 M2E 068-CF 1230 60 990 3050 115 051 25/400 75 -25t0+55 @ A1
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— Motor protection: TOP wired internally

— Cable exit: Variable

- Protection class: |

- Product conforming to standards: EN 60335-1, CE
— Approvals: CCC, GOST
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R2E 220-AA40 -05 1.3 63.0 15.0
R2E 220-AB06 -05 1.5 73.0 25.0
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Inlet nozzle Capacitor Terminal box Electr. connections
p. 550 p. 560 f. p. 562 p. 596 f.
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