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ECN1698: ADDED COMPONENT SPECIFICATION TABLE 3/18/04

TJC

DFP

CABLE LENGTH TOLERANCE
<300" ±5%    >300" ±2%

DRAWING TITLE

PRODUCT DESCRIPTION

RJ45 TO DB9F MODULAR ADAPTOR

UNLESS  OTHERWISE  SPECIFIED,
DIMENSIONS ARE IN INCHES
TOLERANCES ARE:
               .X .1
               .XX .05
               .XXX .005 CONFIGURATION DETAILS OF

UNDIMENSIONED FEATURES
MAY VARY 

NONE

FSCM NO.

43321

RJ45 JACK COLOR CODE

PIN 1 BLUE

PIN 2 ORANGE

PIN 3 BLACK

PIN 4 RED

PIN 5 GREEN

PIN 6 YELLOW

PIN 7 BROWN

PIN 8 GRAY OR WHITE

WIRING TABLE

 

 

Component Specifications 

Material  

Housing ABS, UL 94V-0 rated   Color: Light Gray 

D-sub Shell Steel 

Insulator PBT w/ Glass Fiber Fill (UL94V-0 rated) 

D-sub Contacts Phosphor Bronze 

Jack Housing ABS 

Modular Contacts Phosphor Bronze 

Finish  

D-sub Shell front Bright Tin/Nickel Plated 

D-sub Shell Rear Bright Tin Plated 

D-sub Contacts 30 µinches Gold 

Modular Contacts 30 µinches Gold 

Environmental  

Operating Temperature 
Range 

0°C to 65°C 
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