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SECTION A-A

NOTES:

MATERIALS:
CHAIN: BRASS

2.32+.10
[58.9+2.54]

Y

WATERPROOF CAP

RoHS Compliant v

HARDWAR E: STA'NLESS STEEL UNLESS OTHERWISE SPECIFIED, APPROVALS DATE - Global 45 BEECHWOOD DRIVE
GASKET: EP70 (BLACK) DIMENSIONS ARE IN INCHES [mm]  [ORAWNBY - L-C Connectivity NORTH ANDOVER, MA
CAP: NYLON - 30% GLASS FILLED (BLACK) OVERALL CABLE LENGTH TOLERANCE: | BMAZENKA 01845
<12 [305] = +1 [25] /-0 CATEGORY
FINISH: ST R T e — USB
CHAIN: NICKEL PLATED, 40p INCHES S o0 S 1RO |emecormick | 1212212008
COMPONENT ASSEMBLY SHALL BE INDIVIDUALLY PACKAGED IN womsonsgRomICE: | congmonmuser |7
XX =102 WATERPROOF CAP, USB
ACCORDANCE WITH L-COM SPECIFICATION PS-0031. Xk = +1005 R S _
PROJECTION . . . .
@ ‘EI‘ O SELR 43321 WPUSB-CVR C
SCALE: NONE |CAD FILE: WPUSB-CVR.SLDDRW |SHEET 10OF 1
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