
D-SUB CONNECTOR
9 PIN MALE

2X 4-40 UNC
THREAD

.71

D-SUB CONNECTOR
9 PIN FEMALE

NOTES:
 1. THIS D-SUBMINIATURE DB9 ADAPTOR HAS PHOSPHOR BRONZE
  FEMALE CONTACTS (SOCKETS) ON ONE SIDE AND BRASS MALE
  PINS ON THE OTHER SIDE.  ALL CONTACTS ARE GOLD PLATED
  OVER NICKEL.  COMPLETE 360° SHIELDING IS ACCOMPLISHED BY
  SOLDERING A STEEL STRIP (TIN PLATED) BETWEEN THE FLANGES OF
  THE TWO CONNECTORS.
 2. EXPOSED STEEL SURFACES ARE TIN PLATED, AND JACKSCREWS
  ARE NICKEL PLATED.
 3. CONNECTOR INSULATORS ARE GLASS FILLED PBT.
 4. ADAPTER IS FULLY POPULATED WITH PINS AND SOCKETS. WIRING
  IS STRAIGHT THROUGH PIN FOR PIN, EXCEPT THAT WIRING OF PINS
  2&3 IS REVERSING (SEE WIRING DIAGRAM)
 5. LABEL; PANTONE 2945 BLUE. "L-COM" FONT MyriaMM ITALIC.
  "REVERSER" FONT ARIEL BOLD.
  TEXT HEIGHTS; .085", TEXT COLOR; WHITE
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THE  INFORMATION  CONTAINED  IN  THIS  DRAWING  IS  THE  SOLE

PRODUCT DESCRIPTION
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DIMENSIONS ARE IN INCHES [mm]

UNLESS OTHERWISE SPECIFIED,
TOLERANCES TO BE:
     .X .1  [2.5]          ANGLES 2
   .XX .01  [.25]
 .XXX .005  [.13]

OVERALL CABLE LENGTH TOL:

CONFIGURATION DETAILS OF
UNDIMENSIONED FEATURES

PROJ

DB9F DB9M
PIN 1 PIN 1
PIN 2 PIN 3
PIN 3 PIN 2
PIN 4 PIN 4
PIN 5 PIN 5
PIN 6 PIN 6
PIN 7 PIN 7
PIN 8 PIN 8
PIN 9 PIN 9


