
THORDARSON POWER TRANSFORMERS

MULTI-TAPPED POWER TRANSFORMERS

12 STEPS OF OUTPUT VOLTAGES FOR AC & DC LOADS

19 Transformers - AC Load Ratings from 58 VA to 636 VA
- Output Voltages from 11.7 to 53.0 Volts AC & 3.3 to 60.0 Volts DC

Primary 117 Volts,  50 - 60 Hz 

Primary Windings & Winding Taps Allow the User a Wide Range of Output Voltages 

Primary Connections are made to Terminals 1, 2, 3, 4, 5, 6 & 7
Terminals 5, 6, & 7 is an Isolated Primary Winding
for Series Aiding or Series Bucking Connections

Secondary has 2 Identical Windings for Series Connection
for Series Connection with Center Tap or  for Parallel Connection

Primaries & Secondaries have Solder Lug Terminations

Complete Connection Data is Supplied with Each Unit for AC & DC Loading
Contact Thordarson for 208 Volt & 230 Volt Line Applications

Fullware Dimensions-Inches
Part Rectifier Res. & Ind Load Capacitive Load Suggested Case Mounting Wt.

Number Circuits DC V DC A DC V       DC A   Capacitor Style H W D MW MD Lbs.
23V60 CT 11.7 to 29.4 3.3 to 11.2 2.0 3.5 to 13.8 2.0 1000µF LHV 3 1/8 2 5/8 2 7/8 2 2 1/8 2.5

Bridge 11.1 to 28.5 7.4 to 23.0 1.25 8.7 to 30.0 1.25 500µF
23V61 CT 12.2 to 29.7 3.7 to 11.2 4.0 4.0 to 14.7 4.0 2000µF LHV 3 7/16 2 7/8 3 1/8 2 1/4 2 1/2 3.8

Bridge 12.2 to 29.7 8.9 to 24.3 2.0 10.8 to 33.0 2.0 1000µF
23V503 CT 12.2 to 29.7 3.7 to 11.1 4.0 4.0 to 14.7 4.0 2000µF LHV 3 7/8 2 7/8 2 7/8 2 1/4 2 3/8 3.9

Bridge 12.2 to 29.7 8.9 to 24.3 2.0 10.8 to 33.0 2.0 1000µF
23V62 CT 11.7 to 29.2 4.3 to 12.0 8.0 4.5 to 14.5 8.0 4000µF LHV 3 13/16 3 3/16 4 1/8 2 1/2 3 3/8 7.8

Bridge 11.8 to 29.2 8.8 to 24.0 4.0 11.4 to 32.4 4.0 2000µF
23V504 CT 11.7 to 29.2 4.3 to 12.0 8.0 4.5 to 14.5 8.0 4000µF LHV 3 13/16 3 3/16 3 5/8 2 1/2 2 7/8 6.3

Bridge 11.8 to 29.2 8.8 to 24.0 4.0 11.4 to 32.4 4.0 2000µF
23V63 CT 12.0 to 29.8 3.4 to 11.5 12.0 3.9 to 14.4 12.0 6000µF LHV 4 1/4 3 9/16 4 1/4 2 3/4 3 1/4 9.0

Bridge 12.0 to 29.2 8.4 to 24.0 6.0 10.0 to 32.4 6.0 3000µF
23V64 CT 12.2 to 29.7 3.9 to 11.4 15.0 4.4 to 14.5 15.0 7500µF LHV 4 9/16 3 7/8 5 3/4 3 4 3/8 13.5

Bridge 12.1 to 29.2 8.7 to 23.7 8.0 10.4 to 32.5 8.0 4000µF
23V66 CT 12.2 to 29.1 3.9 to 11.4 22.5 4.0 to 14.3 22.5 11250µF LHV 5 3/8 5 3/8 5 3 1/2 3 5/8 14.0

Bridge 12.2 to 29.1 8.6 to 23.5 12.0 10.4 to 32.5 12.0 6000µF
23V434 CT 12.2 to 29.0 3.9 to 11.4 22.5 4.0 to 14.3 22.5 11250µF LHV 5 5/16 5 7/8 5 7/8 3 1/2 4 1/4 20.5

Bridge 12.2 to 29.0 8.6 to 23.5 12.0 10.8 to 33.0 12.0 6000µF
23V406 CT 23.5 to 60.0 9.0 to 25.0 1.0 11.0 to 34.0 1.0 1500µF LHV 3 1/8 3 1/8 3 3/8 2 2 1/4 2.7

Bridge 23.5 to 60.0 20.5 to 53.0 0.5 27.0 to 74.0 0.5 600µF
23V407 CT 24.0 to 59.0 9.0 to 25.0 2.0 11.5 to 34.0 2.0 2500µF LHV 3 7/16 3 7/16 3 11/16 2 1/4 2 1/2 4.1

Bridge 24.5 to 59.0 20.5 to 52.5 1.0 28.5 to 73.5 1.0 1500µF
23V408 CT 23.0 to 58.0 9.0 to 25.0 4.0 11.0 to 33.5 4.0 3000µF LHV 3 13/16 3 13/16 4 1/2 2 1/2 3 1/8 6.9

Bridge 23.5 to 58.0 20.0 to 51.5 2.0 27.0 to 72.5 2.0 15000µF
23V65 Bridge 25.0 to 53.0 18.0 to 44.0 8.0 25.0 to 63.0 8.0 4300µF CHV 5 3/8 5 3/8 6 3/4 3 1/2 5 1/8 25.0
23V67 Bridge 25.0 to 53.0 18.0 to 43.5 12.0 24.0 to 60.0 12.0 4300µF CHV 6 5/8 6 5/8 6 1/2 4 1/4 4 1/2 34.0
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