
 

Replacement Heating 
Cartridge
Model 9300

TWO heating cartidges are required to run the Model 600 solder pot. If your pot is not 
maintaining temperature, it could be that one of your two cartridges has expired. Learn more 
about troubleshooting this problem. 

Specifications: Wattage: 300 Watts 

Used with the following tool: 

●     600 - General Purpose Industrial Solder Pot

 

Replacement Heater 
Band
Model 9302

Specifications: 

●     650 Watts 
●     Band Style Heating Element 

http://www.americanbeautytools.com/troubleshoot.php
http://www.americanbeautytools.com/troubleshoot.php
http://www.americanbeautytools.com/products.php?cat=solderpots#600


Used with the following tool: 

●     675 - MIL Spec Solder Pot

 

Replacement 
Thermostat
Model 8055

Due to the nature of solder pots (extremely high heat and difficult envirionments) 
Thermostats in the Model 300 and 600 Solder Pots are consumable items. Learn more about 
our repair service. 

Specifications: 

●     Bi-Metal Design 
●     For Models 300 & 600 built after 1998 
●     Please contact us at (800)550-2510 if you have questions regarding the age of your solder 
pot 

OPERATIONAL WARNINGS 
●     Operate only in well-ventilated workstations. 
●     Run solder pots on heat resistant surfaces 
●     Solder pots generate a great amount of heat and should never be left to operate 
unattended.

American Beauty Soldering Tools are proudly manufactured by Assembly Technologies International, Inc. 
1177 West Maple Road 

Clawson, MI 48017-1059 
United States 

(800) 550-2510 
(248) 280-2810 

Fax: (248) 280-2878 

info@assemblytech.com 
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http://www.americanbeautytools.com/warranty.php
http://www.americanbeautytools.com/warranty.php
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