
Weatherproof 5” x 8”Aluminum P.A. Speaker

Specifications

For more information contact us at:

Speco Technologies 200 New Highway, Amityville, NY 11701Web: www.specotech.com

Toll Free: 1-800-645-5516 In Metro NY: 631-957-8700 Fax: 631-957-9142 or 631-957-3880

Frequency Response . . . . . . . . . . . . . . . . . 200-15,000 kHz

Power Rating . . . . . . . . . . . . . . . . . . . . . . . 15W nom. /2 5W max.

Sensitivity . . . . . . . . . . . . . . . . . . . . . . . . . 110dB/1W/1M

Impedance . . . . . . . . . . . . . . . . . . . . . . . . . 8 Ohms

Size . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 8” L x 8”W x 5” H

Mounting Bracket . . . . . . . . . . . . . . . . . . . Included

SPC15R

Speco Technologies is constantly developing and improving products. We reserve the right to modify product design
and specifications without notice and without incurring any obligation. Rev. 11/10/10

Features & Benefits

Wide Horizontal Horn Design . . . . . . . . . . . . . . . . . . . . . Premium Sideways Sound Dispersion

Rugged Aluminum Casing . . . . . . . . . . . . . . . . . . . . . . . . . ProvidesWeatherproofing to extend the life of the unit

High Sensitivity Rating . . . . . . . . . . . . . . . . . . . . . . . . . . . . Supports Powerful P.A. Broadcasts


