
simply unique.

580 Line High Resolution
Dual Voltage Day/Night

Color Traditional Cameras

Features
• Accepts C or CS mount lenses
• 580 lines of resolution
• 12VDC / 24VAC dual voltage
• 5 year warranty

For more information contact Speco Technologies
200 New Highway, Amityville, NY 11701   •   Toll Free: 1-800-645-5516   •   Fax: 631-957-9142 or 631-957-3880
www.specotech.com

Speco Technologies is constantly developing and improving products.
We reserve the right to modify product design and specifications without notice and without incurring any obligation.	            Rev. 2/1/12 

CVC614C   	 1/3” Color Sony HQ-1™ CCD image sensor

CVC865DN24 	 1/3” Color Sony HQ-1™ CCD image sensor
	 with automatic IR cut filter positioning
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Specifications
Image Sensor . . . . . . . . . . . . . . . . . . . . . . . . . .                           1/3” Sony HQ-1™ CCD  
Resolution. . . . . . . . . . . . . . . . . . . . . . . . . . . . .                              580 TV lines
Minimum Illumination. . . . . . . . . . . . . . . . . . . . .                      0.5 lux, F1.4
Effective Pixels . . . . . . . . . . . . . . . . . . . . . . . . .                          768 (H) x 494 (V) 
Auto Iris. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                                Accepts both DC drive and video type lenses, ELC mode available
Lens Mount. . . . . . . . . . . . . . . . . . . . . . . . . . . .                             Accepts C and CS type lenses
Electronic Shutter Speed. . . . . . . . . . . . . . . . . .                   1/60 sec. - 1/100,000 sec.
S/N Ratio. . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                               More than 48dB
Gamma. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                                0.45 typ.
Signal Output. . . . . . . . . . . . . . . . . . . . . . . . . . .                            1.0Vp-p / 75 Ohm
Scanning System. . . . . . . . . . . . . . . . . . . . . . . . 2:1 interlace
Synchronization. . . . . . . . . . . . . . . . . . . . . . . . .                          Line Lock with V-Phase adjustment (60Hz +/- 1.0H in 24VAC Mode)
Backlight Compensation. . . . . . . . . . . . . . . . . .                   BLC / HLC / Off, Center weighted zone
AGC. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                                   On / Off
TV System. . . . . . . . . . . . . . . . . . . . . . . . . . . . .                              NTSC
White Balance. . . . . . . . . . . . . . . . . . . . . . . . . .                           ATW / MWB (Push-Hold)
Operating Temperature/
Humidity. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 14° F - 140° F / RH 30% - 80%
Storage Temperature/
Humidity. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . - 4° F - 176° F / RH 30% - 80%
Power Consumption . . . . . . . . . . . . . . . . . . . . .                      500mA
Power Supply . . . . . . . . . . . . . . . . . . . . . . . . . .                           12VAC / 24VDC dual voltage (power supply not included)
Housing. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                                Metal
Indoor/Outdoor . . . . . . . . . . . . . . . . . . . . . . . . .                          Indoor
Dip Switches. . . . . . . . . . . . . . . . . . . . . . . . . . .                            LL-IN / AES / BLC / AGC / FLC / WB1 / WB2 / WB3 
Dimensions . . . . . . . . . . . . . . . . . . . . . . . . . . . .       2.24” (W) x 2.2” (H) x 4.7” (L)
Weight. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                                 15.52 oz.
Accessories included in box . . . . . . . . . . . . . . .                C/CS mount adjusting ring x 1, Connector of Auto Iris lens x 1, Adjustment Tools x 1

Lens is not included


