ARE NEMA 4X ENCLOSURE PART PN-1331, PN-1331-C AND PN-1331-DG
INDUSTRY STANDARDS: 0115
POLYCARBONATE (LIGHT GRAY AND CLEAR) _
UL94V-2 FLAMMABILITY RATING |
(UL FILE #E41613) NEOPRENE GASKET
UV STABILIZED «
SERVICE TEMPERATURE RANGE:
-40°C TO +120°C 0080 «
ABS (DARK GRAY) + A—-
UL94-HB FLAMMABILITY RATING _
(UL FILE #ES6070) 0172 DIA. 0.310 DIA.
SERVICE TEMPERATURE RANGE: 90° TO 92°
-40°C TO +80°C NJ
3130 i Swwg
0236 —— 2678 0315 DIA. BOSS _
WITH M3 x 0218 LG. DETAIL ‘C*
0431 a8 _ THREADED INSERT 3150
0591 1,968 _ (4> PLACES 0236 2678
_ (SCREWS NOT _
0236 «IimwAI_ A SUPPLED) —— 1640 «Io_am DIA. 0236 ——  |=~—o0591 —— 2171 —~|
@ I|@ L QH*
0118 fTYP, —=— 2914 : “ 0.256
2756 2273 2992 2308 1712 3.228 0157 56 3.208 0120
1520 | f=— . ]
O ~ 0758 - « () \
Jo 0.460 | 0.310 DIA. . )
0815 N VY * | =B -~
_ Ma _ 0.178 TYP. s —=|  |~— 0591 REF.
THREADED INSERT = ———— SECTION "B-B"
(4) PLACES
Hn i E
= 0.315 DIA. BOSS WITH
0090 DIA. HOLE x 0285 DEEP
() PLACES NOTE: ALL DIMENSIONS HAVE 0015 TOLERANCE UNLESS DTHERWISE SPECIFIED.
5l m i MOUNTING BOSSES USE EITHER PART MATERTAL FINISH HARDWARE
- - M25 METRIC OR #4 STD. SHEET NUMBER BODY [ COVER BODY [ COVER KIT
BODY METAL SCREWS x 0.230° LG. PN-1331 POLYCARBONATE LIGHT GRAY KIT CONTAINS (4
- — | X MM ' '
(NOT SUPPLIED) PN-1331-C POLYCARBONATE LIGHT GRAY] CLEAR | M4 x 20mm (0.787") LG
PN-1331-DG HIGH-IMPACT ABS DARK GRAY SCREWS FOR ASSEMBLY
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