PART PART PN-1334, PN-1334-C AND PN-1334-DG
NAME NEMA 4X ENCLOSURE No. PNR-2604, PNR-2604-C AND PNR-2604-DG
INDUSTRY STANDARDS: OTE:  ALL DIMENSIONS HAVE #0015 TOLERANCE
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THREADED INSERT - o_oam bmm_u
C\\@ PLACES COVER ‘PNR’ SERIES ONLY
* 0.285 DIA. BOSS WITH STYLE 1 LIGHT GRAY POLYCARBONATE BODY AND COVER.
2407 5367 0090 DIA. HOLE x 0.240 DEEP STYLE 2 LIGHT GRAY POLYCARBONATE BODY AND CLEAR POLYCARBONATE COVER.
_ _ (8> PLACES STYLE 3: DARK GRAY ABS BODY AND COVER.
« nmﬂznm_mawm_wwﬂk_c%wmmnmmﬁ ALL STYLES CONTAIN HARDWARE KIT WITH (4) M4 x 0668" LG. SCREWS FOR ASSEMBLY.
—  METAL SCREVS x 0188° LG STYLE 1 STYLE 2 STYLE 3 A B C D
(NOT SUPPLIEDY. _ PN-1334 PN-1334—C PN-1334-DG 0591 0125 2958 2504
PNR-2604 PNR-2604-C_| PNR-2604-DG 1.180 0.710 3547 3093
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