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Push Push mechanism for converting spring
return actuator into maintained
Cat. No. 2PPM

Adapter for installing a Ø22.5 device in
Ø 30.5 cutout
Cat. No. 2ADP (with washer)

ADW (washer only)

Mounting Bracket
Cat. No. 2BRK
Cat. No. 2BKKT (Thin Bracket for Base Mount
Enclosures)

Padlock
For mushroom actuator: Cat. No. 2PAM
For projecting actuator: Cat. No. 2PAP

Transparent Silicone Rubber Boot for Flush
Actuators
Color: Clear
Cat. No. 2BT7 (for non-illuminated)

2ALBT7 (for illuminated)

Rubber Boot forTwin Actuators
Color: Clear
Cat. No. 2ATBT7 (Non-Illuminated)

2ATLBT7 (illuminated)

Blanking plug for 22.5 mm holes
Color: Black
Cat. No. 2BP2

Blanking plug for M20 (20mm)
or NPT 1/2” holes
Color: Gray
Cat. No. M20
Cat. No. NPT1/2

Bulb Extractor
Cat. No. 2BA9SE

E-Stop Shroud
Plastic protector: Cat. No. 2ESS1
Plastic protector (UL): Cat. No. 2ESS1-UL

Replacement Keys
For all 22mm
operators wth keys Cat. No. 2KY455

Bulb Holder for Illuminated Push Buttons
Cat. No. 2LHB

22mm Push Button Accessories

Rubber Gasket
Cat. No. 2PRG1


