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Translucent Polycarbonate (1591 Series)

KEY FEATURES

• Electronic instrument enclosures, designed for mounting printed circuit boards.

• Ideally suited for modern styling or where internal components need to be visible.

• Molded in flame retardant, easy to machine, translucent polycarbonate (material carries a UL flammability

   rating of 94V-0).

• Integral card guides accept 1.5 mm (0.062”) P.C. cards.

• Lap joint construction provides protection against access of dust and splashing water.

• Designed to meet IP54

• Ice blue version is almost totally transparent to blue, white and near white LEDs, readouts & displays.

• Crystal Clear version is almost totally transparent

• IR Red version is almost totally transparent to infrared devices.

• Visit our web site for color & detail photos of each part.

• Lid is secured with M3 x 10 mm Philips machine screws, threaded into tapped integral brass bushings.

ACCESSORIES

P.C. Board Card Adaptors

Allows horizontal mounting of P.C.

board(s). See “Accessories

Section” for full details!

1591Z6 - Package of 6

1591Z50 - Package of 50

1591Z100 - Package of 100

Replacement Screws

Machine screws, nickel plated,

M3 - 0.5 x 10mm

1591MS100 - Package of 100

Flange Kits

Mount to either the rear (using

glue) or can be attached to the lid

using existing lid screws and

holes. See “Accessories

Section” for full details!

Molded in Flame

Retardant Polycarbonate
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Translucent Polycarbonate (1591 Series)

Lid (Inside & Edge View) Top View

Same high quality construction as our

ABS plastic series (brass inserts & machine screws)

for repetitive assembly & disassembly...

NOTES: - Assembled height = dimension “C” + 0.16” (4.0 mm)

- Average wall thickness: 0.06” (1.5 mm)
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UBTA1951 DRTA1951 LCTA1951
hcni 9.3 0.2 8.0 4.3 4.1 1.1 1.3

mm 001 05 12 68 63 92 97

UBTB1951 DRTB1951 LCTB1951
hcni 4.4 4.2 1.1 9.3 9.1 6.1 5.3

mm 211 26 72 89 84 14 19

UBTC1951 DRTC1951 LCTC1951
hcni 7.4 6.2 4.1 2.4 0.2 7.1 9.3

mm 021 56 63 601 15 44 99

UBTD1951 DRTD1951 LCTD1951
hcni 9.5 2.3 8.1 4.5 6.2 3.2 0.5

mm 051 08 64 631 66 95 921

UBTE1951 DRTE1951 LCTE1951
hcni 5.7 3.4 2.2 9.6 8.3 5.3 6.6

mm 191 011 75 671 69 98 071


