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Quick-Disconnect Cables
The following cables are available for MINI-BEAM Expert Series QD models

Style Model Length Dimensions

5-pin 
Euro-style 
straight

MQDC1-506
MQDC1-515
MQDC1-530

2 m (6.5')
5 m (15')
9 m (30')

White Wire

Blue Wire
Black Wire

Brown Wire

Gray Wire

Pin-out

5-pin
Euro-style 
right-angle

MQDC1-506RA
MQDC1-515RA
MQDC1-530RA

2 m (6.5')
5 m (15')
9 m (30')

38 mm max.
(1.5")

M12 x 1

ø 15 mm
(0.6")

38 mm max.
(1.5")

M12 x 1

ø 15 mm
(0.6")

44 mm max.
(1.7")

MINI-BEAM Mounting Brackets

SMB312S • Stainless steel 2-axis, side mounting bracket SMB312B • Stainless steel 2-axis, bottom mounting bracket
• Includes mounting foot

SMB312PD • Stainless steel 18 mm barrel mounting bracket SMB46L • “L” bracket
• 14 ga 316 stainless steel

R 5.1 mm
(0.20")

ø 3.05 mm
(0.120")

ø 3.05 mm Slot
(0.120")

20°

90°

CL

15°
(2)

R 24.1 mm
(0.95")

31.8 mm
(1.25")

20.1 mm
(0.79")

45.5 mm
(1.79")

20.3 mm
(0.80")

R 3.1 mm
(0.12") (2)

10° (TYP)

4.32 mm
(0.170") Slot (2)

2.5 mm
(0.10")

90°

10° (2)

10° (2)

2.5 mm
(0.10")

3.1 mm
Slot (2)
(0.12")

4.3 mm Slot (2)
(0.17")

8.6 mm (2)
(0.34")

ø 6.9 mm
(0.27")

17.3 mm (2)

(0.68")

35.0 mm (2)
(1.38")

50.8 mm
(2.00")

23.4 mm
(0.92")11.4 mm

(0.45")

9.1 mm
(0.36")

24.1 mm
(0.95")

R 5.1 mm
(0.20")

ø 4.6 mm
(0.18")

ø 4.6 mm Slot
(0.18 in)

20°

90°

CL

15°
(2)

 R 24.1 mm
(0.95")

31.8 mm
(1.25")

40.6 mm
(1.60")

45.5 mm
(1.79")

18.42 mm
(0.725")

R 3.1 mm
(0.12") (2)

15.2 mm
(0.60")

2.5 mm
(0.10")

CL

8 mm
(0.3") 16 mm

(0.6")

65 mm
(2.6")

27 mm
(1.1")

2 mm
(0.1")

6 mm
(0.2")

5 mm (0.2")
(2x)

ø 36 mm (1.4")
ø 6.5 mm (0.26") (6x)

15 mm
(0.6")

6 mm (0.2")

54 mm
(2.1")




