
Overview
These series are new developed small surface mount package zener diode 
series which power dissipation are 1W(DZ2W series) or 2W(DZ24 series), 
mainly used for surge absorption. 

Feature
45% mounting area comparing with conventional 1W type
(DZ2W series) 
Zener voltage tolerance : ±5%
Zener Voltage : 2.4V to 51V(DZ2W series)

4.7V to 51V(DZ24  series)
Halogen Free Package

Application
Surge absorption circuit
Clipper circuit
Constant voltage circuit

NEW Zener Diodes Series
1W/2W Zener Diodes Series

Absolute Maximum Ratings (Ta=25°C) (Tentative)

Specified value
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Conditions

VZ
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VZener Voltage*

UnitMax.Min.Parameter

Common Electrical Characteristics (Ta=25°C)

NEW

Note) * achieved with a printed circuit board

°C-55 to +150TstgStorage temperature

°C150TjJunction temperature

W2DZ24  series

W1DZ2W series
PTPower dissipation*

UnitRatingSymbolParameter

Note) *Measuring methods are based on JAPANESE INDUSTRIAL STANDARD JIS C 7031 methods for diodes.
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TMiniP2-F2-B

Mini2-F3-B

Unit: mm

Unit: mm

(Tentative)
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Absolute Maximum Ratings (Ta=25°C) (Tentative)

553.555148.45DZ24510DZ2W510

549.354744.65DZ24470DZ2W470

545.154340.85DZ24430DZ2W430

540.953937.05DZ24390DZ2W390

537.803634.20DZ24360DZ2W360

1034.653331.35DZ24330DZ2W330

1031.503028.50DZ24300DZ2W300

1028.352725.65DZ24270DZ2W270

1025.202422.80DZ24240DZ2W240

1023.102220.90DZ24220DZ2W220

1021.002019.00DZ24200DZ2W200

1018.901817.10DZ24180DZ2W180

1016.801615.20DZ24160DZ2W160

1015.751514.25DZ24150DZ2W150

1013.651312.35DZ24130DZ2W130

1012.601211.40DZ24120DZ2W120

1011.551110.45DZ24110DZ2W110

1010.50109.50DZ24100DZ2W100

109.569.18.65DZ24091DZ2W091

108.618.27.79DZ24082DZ2W082

107.887.57.13DZ24075DZ2W075

107.146.86.46DZ24068DZ2W068

106.516.25.89DZ24062DZ2W062

205.885.65.32DZ24056DZ2W056

205.365.14.85DZ24051DZ2W051

204.944.74.47DZ24047DZ2W047

204.524.34.09-DZ2W043

204.103.93.71-DZ2W039

203.783.63.42-DZ2W036

203.473.33.14-DZ2W033

203.153.02.85-DZ2W030

202.842.72.57-DZ2W027

202.522.42.28-DZ2W024

@Iz(mA)Max.Nom.Min.2W type
DZ24 series

1W type
DZ2W series

Zener Voltage VZ(V)Part number

*These specifications are subject to change without any notice.


