
ONE SIDE
2X, LOGO

2X, MOLDED HOOD AND STRAIN RELIEF,
PVC, GRAY (PANTONE 424C)

 LENGTH 

U.L. STYLE 2464, 8-CONDUCTOR CABLE 24 AWG TINNED
COPPER WITH ALUMINUM/POLYESTER FOIL SHIELD PLUS
TINNED COPPER BRAID SHIELD AND DRAIN WIRE
JACKET: PVC, GRAY (PANTONE 424C)
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I/O PRODUCTS

PROJECTION

RC

TJC

UNDIMENSIONED FEATURES

DATE

OVERALL CABLE LENGTH TOLERANCE:
≤12 [305] = +1 [25] / -0

>12 [305] ≤60 [1524] = +2 [51] / -0
>60 [1524] ≤120 [3048] = +4 [102] / -0

>120 [3048] ≤300 [7620] = +6 [152] / -0
>300 [7620] = +5% / -0%

ALL OTHER DIMENSIONAL TOLERANCES:
.X = ± .2

.XX = ± .02
.XXX = ±.005

RoHS Compliant 

7.6225.0DK238MF-25
6.10

    ACCORDANCE WITH L-COM SPECIFICATION PS-0031.
2. CABLE ASSEMBLY SHALL BE INDIVIDUALLY PACKAGED IN

1. CABLE ASSEMBLY SHALL BE TESTED FOR CONTINUITY.

NOTES:
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MODEL 
NUMBER

LENGTH
FEET METERS

DK238MF-3 3.0 0.91
DK238MF-6 6.0 1.83
DK238MF-10 10.0 3.05
DK238MF-15

WIRING MAP
"J1" COLOR "P1"
1 LT. BLUE 1
2 LT. GREEN 2
3 PURPLE 3
4 WHITE 4
5 ORANGE 5
6 YELLOW 6
7 BROWN 7
8 RED 8

SHELL DRAIN SHELL

FEMALE MINI-DIN 8
CONNECTOR

"J1"

PIN 1

"P1"

MALE MINI-DIN 8
CONNECTOR

PIN 1


