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Antivalen t

Antivalen t

��P e pp erl+ F u ch s  G m b H  G ro up ·T e l.:G e rm an y  (62 1 ) 7  7 6 -0  ·U S A  (2  16 ) 4  25  35  5 5  ·S in ga po re  7  7 5  10  2 1 ·In te rne t h ttp ://w w w .pe pp erl-fu chs .co m

S ubje ct to  re asona b le  m od ifica tions  d ue to  techn ica l ad vances . C opyrigh t by  P epp erl+F uchs , P rin ted  in  G erm a ny
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Assured  opera t. d is t. s a [m m ]

R eduction  facto r rV 2A

rA l

rC u

O perating vo ltage  U B [V ]

O perationa l cu rren t I L [m A ]

Sw itch ing  frequency [H z]

N o-load supp ly curren t [m A ]

Vo ltage  drop [V ]

Short c ircu it p rotection

R everse pola rity p ro tection

O utpu t ind ica to r

O perating tem pera ture [°C ]

In com pliance  w ith

P rotection  to D IN  40050

C onnection

C onducto r cross section

H ousing  m ateria l

Sensing  face

N BB5-18G M 60-A2 N BB5-18G M 60-A2-V 1 N BN 8-18G M 60-A2 N BN 8-18G M 60-A2-V1

N BB5-18G M 60-A0 N BB5-18G M 60-A0-V 1 N BN 8-18G M 60-A0 N BN 8-18G M 60-A0-V1
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