


Material
Peak Wave 

Length Emitted Color ∆λ Pd If Peak
Iv

(mcd)
λp(nm) (nm) (mW) (mA) If(mA) TYP MAX TYP

SLMXXX5BWC GaN/SiC 430 BLUE WATER CLEAR - 150 25 70 4.0 4.5 30 25 5BWC-F
SLMXXX5BWD GaN/SiC 430 BLUE DIFFUSED - 150 25 70 4.0 4.5 15 40 5BWD-F
SLMXXX5BWT GaN/SiC 430 BLUE TINTED - 150 25 70 4.0 4.5 30 25 5BWT-F
SLMXXX5PGC GaP/GaP 555 PURE GREEN WATER CLEAR - 80 30 150 2.2 2.8 10 35 5PGC-F
SLMXXX5PGD GaP/GaP 555 PURE GREEN DIFFUSED - 80 30 150 2.2 2.8 10 40 5PGD-F
SLMXXX5PGT GaP/GaP 555 PURE GREEN TINTED - 80 30 150 2.2 2.8 10 35 5PGT-F
SLMXXX5GC GaP/GaP 568 GREEN WATER CLEAR - 80 30 150 2.1 2.8 40 35 5GC-F
SLMXXX5GD GaP/GaP 568 GREEN DIFFUSED - 80 30 150 2.1 2.8 25 40 5GD-F
SLMXXX5GT GaP/GaP 568 GREEN TINTED - 80 30 150 2.1 2.8 40 35 5GT-F
SLMXXX5YC GaAsP/GaP 590 YELLOW WATER CLEAR - 85 30 150 2.0 2.8 40 35 5YC-F
SLMXXX5YD GaAsP/GaP 590 YELLOW DIFFUSED - 85 30 150 2.0 2.8 25 40 5YD-F
SLMXXX5YT GaAsP/GaP 590 YELLOW TINTED - 85 30 150 2.0 2.8 40 35 5YT-F
SLMXXX5HC GaAsP/GaP 625 HE RED WATER CLEAR - 80 30 150 2.0 2.8 50 35 5HC-F
SLMXXX5HD GaAsP/GaP 625 HE RED DIFFUSED - 80 30 150 2.0 2.8 40 40 5HD-F
SLMXXX5HT GaAsP/GaP 625 HE RED TINTED - 80 30 150 2.0 2.8 50 35 5HT-F
SLMXXX5RC GaP/GaP 700 RED WATER CLEAR - 45 20 80 2.1 2.8 2 35 5RC-F
SLMXXX5RD GaP/GaP 700 RED DIFFUSED - 45 20 80 2.1 2.8 1.5 40 5RD-F
SLMXXX5RT GaP/GaP 700 RED TINTED - 45 20 80 2.1 2.8 2 35 5RT-F
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