RS

Professionally approved products.

Datasheet
Enclosed Miniature Speaker

RS Stock number 780-0719
Dimensions(mm):
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SPECIFICATIONS Enclosed 32o0hm Speaker
Power Nominal 0.1W
Power Maximum 0.2W
Rated impedance 32 £ 20% Ohms
Resonant Frequency 1800+ 20%Hz/1V
Sound Pressure Level at 0.1W/0.1m 75+3dB
Frequency Range f0-4000Hz
Cone Material Mylar
Operating temperature -20~+60°C
Storage temperature -40~+60°C
Weight 39

Features:
*  ROHS compliant
* PCB mountable speaker

All data at 25°C unless otherwise specified
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http://uk.rs-online.com/web/p/miniature-speakers/7800719/?searchTerm=7800719&relevancy-data=636F3D3126696E3D4931384E525353746F636B4E756D6265724D504E266C753D656E266D6D3D6D61746368616C6C26706D3D5E5C647B367D247C5E5C647B377D247C5E5C647B31307D2426706F3D313426736E3D592673743D52535F53544F434B5F4E554D4245522677633D4E4F4E45267573743D3738303037313926
http://uk.rs-online.com/web/p/miniature-speakers/7800719/?searchTerm=7800719&relevancy-data=636F3D3126696E3D4931384E525353746F636B4E756D6265724D504E266C753D656E266D6D3D6D61746368616C6C26706D3D5E5C647B367D247C5E5C647B377D247C5E5C647B31307D2426706F3D313426736E3D592673743D52535F53544F434B5F4E554D4245522677633D4E4F4E45267573743D3738303037313926

