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8W T5 Emergency in 3 Hour
Switchable Mainatained

and Non-Maintained

 LED Maintained Exit Sign8W IP65 bulkhead available 
in 3 hour maintained and
non-maintained

V
IP65 LED bulkhead, 
polycarbonate body and cover

APPLICATIONS
- Corridors
- Exits
- Escape routes

SPECIFICATION
- 1 x 8W T5 lamp
- Supplied with colour 834 lamp
- 3 hours operation on battery power after mains 
   power failure

CONSTRUCTION
- Polycarbonate base
- Polycarbonate cover
- Steel gear tray
- Virgo is supplied complete with a pack of four 
   self-adhesive legends
- Self test versions available to order
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Recessing Kit

PRODUCT CODE DESCRIPTION

795-9710                           8W Emergency IP65 bulkhead maintained 3Hr
795-9729                             8W Emergency IP65 bulkhead non-maintained 3Hr

795-9722  
795-9726  
E

Drop down attachment with set of legends
Recessing kit
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- 6W
- 3.6V 1.8A Ni-Cd
- 200 lm(DC)
- White LED

PRODUCT CODE DESCRIPTION

795-9735                      Maintained LED emergency IP65 Bulkhead 3Hr
795-9738                              Non-Maintained LED emergency IP65 Bulkhead 3Hr

Drop down attachment c/w legend set
(Arrows - 1x Left, 1x Right and 2x Down)

PRODUCT CODE DESCRIPTION

EMR8WEXS-M             8W Emergency exit box maintained 3Hr
EMR8WEXS-NM          8W Emergency exit box non-maintained 3Hr
EMREXSLED-M            LED Emergency exit box maintained 3Hr

PRODUCT CODE DESCRIPTION

EMREXSLED LED emergency exit sign white trim-arrow down 
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APPLICATIONS
- Industrial
- Commercial
- Retail

SPECIFICATION
- 3 hour emergency exit sign
- Switchable maintained (M3) & non-maintained
   (NM3) versions. Supplied with legend (Arrow DOWN)
   with 8W T5 lamp

CONSTRUCTION
- Powder coated white mild steel body 20mm cable
   entries and BESA box �xing
- Supplied with T5 8W lamp (non LED version) &
   EURO 3 Arrow DOWN polycarbonate legend
- LED version low 3Watt running

OPTIONS
- Additional legends: Arrow UP, Arrow LEFT, Arrow RIGHT
   and Arrow DOWN
- Self test versions available to order
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APPLICATIONS
- O�ces
- Retail
- Industrial

SPECIFICATION
- 3 hours maintained
- IP20
- 6W
- Colour temperature 6500
- Battery – 3.6V / 1.5A Nickle Cadmium
- Arrown down legend

CONSTRUCTION
- Powder coated white mild steel body, 20mm 
   cable entries and BESA box  �xing
- Polycarbonate legend

OPTIONS
- Additional legends available: Arrow Up, 
   Arrow Left and Arrow down
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