34.0 [1.34]—

54.0 [2.13]

T (8x) M12x1
(2x) M4 CLEARANCE (9%)

I 77 9|8 REMQOVEABLE
8.0 A9+ O LABELS
[1.10] .

! sk r
28.0 e
[1.10]

i 354

I 3t &) )

28.0
[1-10] 6 107.0
] 111,22 4.21
9P © 750[ :
[2.87]
55.5 \
[2.19] [
]
(2x) M4 CLEARANCE
44.7 [1.76] —
322 [1.27]— -—
U
210.0 [0.39]— | [—
* METERS
| SEE NOTE 1
|
84.7 [3.33]
23.6 [0.93]—
M23x1— —-—

FEMALE END VIEW (J1—J8) SPECIFICATIONS
NUMBER OF CONDUCTORS [AWG] 3x1B AWG, 16x22 AWG
“ 5 DRAIN/SHIELD 20 AWG/ALUMINUM—POLYESTER FOIL
CONDUCTOR INSULATION MATERIAL PVC
252 [0.99] 3 : OUTER JACKET MATERIAL/COLOR PVC/YELLOW
__16.0 [0.63] HOUSING MATERIAL/COLOR NYLON/BLACK
RECEPTACLE MATERIAL/PLATING (J1—-J8)] BRASS/NICKEL
- 2 CONTACT CARRIER MATERIAL NYLON {(J1-J8), PBT (P1)
CONTACT MATERIAL/PLATING BRASS/GOLD
@ MOLDED HEAD MATERIAL/COLOR (P1) TPU/BLACK
i COUPLING NUT MATERIAL/PLATING (P1) | BRASS/NICKEL
MALE END VIEW (pw) O—RING MATERIAL FKM/FPM
OPERATING VOLTAGE [V] 10-30 VDC
OPERATING CURRENT [A] 2.0 AMPS/SIGNAL, 9.0 AMPS TOTAL
150.0 PRQOTECTION CLASS IP67, ONLY WHEN ALL RECEPTACLES ARE
[5.91] COVERED WITH PLUGS OR CONNECTED
OPERATING TEMPERATURE —40°C to +85C (—40°F to +185'F)
WIRING DIAGRAM
1@ —&— C O
1 @ F@ 1
2 l l 2
M23 connector J7 3 348
‘ 4 4
-—29.2 [1.15] 5>——— — 5
w (&1 [O1&n ;
2 : ! 2
J5 3 3 JB
4 4
5 P > % N 5
aCh rE&h
1 >@1 [@ 1
CABLE LENGTH TOLERANCE * J3 2 . * 2 4
+ 4% (OR 50mm) OF LENGTH 3 3
ALL LENGTHS | - 0% (OR Omm) OF LENGTH 4 4
WHICHEVER IS GREATER 5 - - - = 5
STRP LENGTH TOLERANCE ¥ e D@
0-7mm +0.5mm 1 1
8-29mm +1.0mm 2 2
30-49 2.0
50-69rmm T50mm J1 3 392
70-100mm 14.0mm 4 4
OVER _100mm +5.0mm 5 5
* UNLESS OTHERWISE SPECFIED
15 7 16 8 17 9 11101912 6 18 1 13 2 14 3 4 5
P1
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