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Panel Details:
3mm [.118] thick with seal
4.5mm [.177] thick without seal
Hole Dia = 7.60mm +/- 0.10mm
                   [.300 +/- .004]
(Custom thickness by special order)

Supplied with or without
Neoprene O-Ring seal (RMS-279)
Type BS4518 Size Ref 0081-16
See BOM for details
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Alignment Keyway

a) Supplied with standard angled lens
b) Custom options available by special request

Fits most industry standard 5mm LED's
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PANEL DETAILS:
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INFORMATION CONTAINED IN THIS DOCUMENT IS CONFIDENTIAL TO
RICHCO INTERNATIONAL Co. Ltd. AND MAY NOT BE DISCLOSED OR
REPRODUCED IN WHOLE OR PART WITHOUT THEIR WRITTEN CONSENT.
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PRIMARY DIMENSIONS IN mm
SECONDARY DIMS IN [INCHES]
GENERAL TOLERANCES 0.25
UNLESS OTHERWISE STATED
1 DECIMAL PLACE 0.25 [.010]
2  DECIMAL PLACES  0.10 [.004]
ANGULAR 1

PART No:

See Table

FORM No. 0178/00

THIRD 
ANGLE

N/A
Mass:(g)
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SHEET SIZE

PRODUCTION RELEASE 31/10/0501 TC

PART No DETAILS

LEDC-1 WITHOUT O-RING SEAL

ASSEMBLED WITH BLACK NEOPRENE RUBBER SEAL (RMS-279)LEDC-2 TC02
2/12/05

Neoprene replaces silicon
& Nitrile. LEDC-3 Removed
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